
PAD

TO ROTATE, PULL LATCH RELEASE 
AND SWING TO DESIRED POSITION

PUSH UP ON LATCH TO 
INSTALL OR REMOVE.

WEIGHT OF PATIENT'S ARM WILL 
LOCK THE ARMBOARD IN PLACE

ACCESSORY 
RAIL

ARMBOARD ASSEMBLY

KNOB

TABLETOP
ACCESSORY 

RAIL

ARMBOARD ASSEMBLY
FITS 1-1/2" AND 1-3/4" THICK TABLETOPS

NOTES:
CLAMP-ON RAIL ACCESSORY (FITS LEFT OR RIGHT SIDE) PART NUMBER: A100-1007.•
ARMBOARD WITH PAD AND 2 STRAPS (FITS LEFT OR RIGHT SIDE) PART NUMBER: A310-056.•

REPLACEMENT PARTS:
ARMBOARD PAD PART NUMBER: X100-1053.•
ARMBOARD STRAPS (SOLD IN PAIRS) PART NUMBER: C000-0455. •

TURN KNOB COUNTERCLOCKWISE (AS VIEWED FROM ABOVE) •
TO OPEN CLAMP ENOUGH TO SLIP ONTO TABLETOP.
TURN KNOB CLOCKWISE (AS VIEWED FROM ABOVE)TO •
TIGHTEN CLAMP.

ARM STRAPS

MAXIMUM LOAD

WARNING
25 LBS (11 kg)

REVISIONS

REV. ECO DESCRIPTION BY DATE

A - NEW ARMBOARD ARL 04/13/11

B 407 UPDATE VIEW OF CLAMP-ON RAIL MDL 2/19/2015
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FRACTION = ± 1/32
DECIMAL .XX = ± .01
DECIMAL .XXX = ± .005
ANGULAR = ± 1°
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UNLESS OTHERWISE SPECIFIED
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