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INSTALLATION INSTRUCTIONS FOR 22” SADDLE STYLE RADIATION 
SCATTER SHIELD (0.5mm PbEq) 

 

Note:  Individual shields have hook fasteners that are engaged into the loop fasteners of the  
           saddle.  Overlap shields as shown. 
 
Step A: Place the saddle with the loop fastener side “up” on the tabletop.  The adhesive dots may  
             be applied to hold the saddle in place. 
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Step B: Attach one 11” panel at the end of the tabletop centered as shown.  
  
Step C: Attach two 5” panels so they wrap around the corners. 
 
Step D: Finish by attaching six 11” panels along each side of the tabletop. 
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CUSTOMER SUPPORT 

 

For technical assistance, call IDI at (978)829-0009, or toll free at (877)304-5434 or send 

fax to (978)829-0027. 

 

Image Diagnostics, Inc. 

  310 Authority Drive 

  Fitchburg, MA 01420 
 
 
PARTS LIST FOR RADIATION SHIELD ASSEMBLY A610-096  

 

Image Diagnostics  
Part Number 

Description Quantity per Assembly 

C000-0463 VELCRO®, DOT, HOOK 4 

C000-0464 VELCRO®, DOT, LOOP 4 

Z610-089 RAD SHLD, 5x28 APRON 2 

Z610-090 RAD SHLD, 11x28 APRON 13 

Z610-091 SADDLE 1 

 
 
 
 

 
 

WARNING! 

Radiation shields require careful handling and 

periodic testing for safe use. 

Test upon receipt and at regular intervals to insure 

shielding integrity. 

 


