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ilex controls 
 

For details of ilex cart and monitor controls, please refer to Operator Manual L280-0975. 

 

Video Inputs 
The ilex has 4 different channel input capabilities 

 

Video inputs are connected to the rear of the ilex then routed scalers and into the controller, the MSV2 

(Multiview scalar). Basic Layout navigation is done in the ñGuestò mode of the system.  Changing or 

programing of the layout format is available only in the ñAdministratorò mode. 

 

 
Video Panel on rear of ilex 
Channel 1 inputs: DVI, VGA, or S-Video 

Channel 2 inputs: DVI, or VGA or SDI(using DVI to DVI jumper from SDI panel) 

Channel 3 inputs: DVI, DisplayPort, or SOG 

Channel 4 inputs: DVI, DisplayPort, or SOG 
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Basic ñGuestò mode 

   

 

Administrator mode 
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Factory Preset Layouts 
By design each preset has the capability of showing 4 windows, A, B, C, & D. Each of the windows can be 

cropped, resized, relocated, and assigned one of the 4 channel inputs. Channels 3 & 4 can also accept 

DisplayPort video inputs when required. Channels 1 and 2 are HDMI inputs only. 

There are 8 preset layouts as shown below. There is also single channel layout which displays each of the four 

channels at full screen.  
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For each of the preset layouts the windows can be assigned channel 1,2,3 or 4. 

 
 

Screens can be rotated clockwise or counterclockwise within a given layout. 

 

 

 

Image Rotation buttons 
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Accessing Onscreen Keyboard 
When a keyboard is not used it is still possible to bring up the onscreen keyboard. 

1. Press and hold anywhere on the screen until the ñxò appear at the top of the screen. Click on the ñxò. 

1.1. On the taskbar at the bottom of the screen, click on the icon that looks like a keyboard 

1.2. Click on the icon in the top right of the keyboard to undock it. Now the 

keyboard can be moved around the screen 

1.3. Click in the bottom right of keyboard on the icon 123 to get the number 

pad to appear 

1.4. Click the ñxò in the top right-hand corner of the keyboard to close it out 

1.5. Once keyboard use is complete, click on the screen.  

1.6. Click the three dots in the top left corner of the web browser 

1.7. Click the square next to the zoom buttons to bring the monitor back into 

Fullscreen mode. 

Modifying Layouts 
Log in as an administrator  

2. To login as admin click in the top right corner of the screen, click the door with an arrow point right to sign out. 

Connect keyboard to the tablet or access the on-screen keyboard as described in previous section. 

 

 
2.1. Login in with the following credentials (case sensitive, and donôt 

forget exclamation at end) 

2.1.1. Username: admin  
2.1.2. Password: 123123123! 

2.2. To login as guest/operator mode use the following credentials 

(case sensitive) 

2.2.1. Username: idi 

2.2.2. Password: Password55 

 
3. In general, always remember to Click apply and save, otherwise work will be lost. 

3.1. There are 8 possible user set layouts that can be adjust the size, and location of windows (User0,1,2,3,4)  

3.1.1. Start in Design mode (at the top of the page, 3rd tab, icon is 4 squares) 
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3.1.2.  On the right side of the screen select the desired user in the drop-

down menu. Click on the new layout tab, then select one of the 

predefined layouts with the correct number of channels required 

for layout. Avoid looking at the live screen at this point as the 

images will be scaled incorrectly, this will be autocorrected in 

the next few steps 

 

 

 

3.1.3. Click save at the top 

3.1.3.1. Note: Failure to click save will result in lost work 

3.1.4. Re-arrange the windows using the following steps. 

3.1.4.1. Click save, click in the desired window A, B, C, or D 

3.1.4.2. Click and hold any corner of the desired window to change window size. Note: if the window 

size becomes larger than the screen it will revert to its original size. 

 
3.1.4.3. Click and hold in the center of a window to drag location around the screen. Note: dragging a 

window past the edge of the screen is not allowed and will return to its original location. In 

most cases, change the size of the window to be smaller prior to moving the window around 

the screen, then enlarge if needed. 

 

3.1.4.4. Sizing and moving can also be done via numerical 

data at the bottom of the page. See Coordinate 

information. X & Y are the coordinate points 

relating to the overall location of window in the 

monitor. W and H are the width and height of the 

desired window. Enter the height and width of the 

window first, then adjust location. Values that are 

invalid will revert to original state. If there is not 

data in a given row, that signifies that window is not 

active in the given layout. 
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